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HYDRAULIC FLUIDS
STANDARD, FLAME-OUT®, BIODEGRADABLE & LOW TEMP.

STANDARD HYDRAULIC OIL

BIODEGRADABLE HYDRAULIC FLUID

LOW TEMPERATURE OIL

FLAME-OUT® 220 FIRE RESISTANT 
HYDRAULIC FLUID*

pumps and cylinders. 

viscosity index. 

climate conditions.

equipment. Just drain the standard oil and replace it 
®

Model Shown:

9639, 9638

Description Grade
Gravity 
@ 16°C

Color Flash 
Point

Fire 
Point

Pour 
Point

Viscosity Viscosity 
Index

Foam 
Test

SUS @ 
38°C

SUS @ 
99°C

(ASTM) (kg/l) (ASTM) (ASTM)

Standard Oil 215 0,88 2 Amber 204°C 221°C -34°C 215 48 100 min. Pass

Flame-Out® 220 0,91 Light Amber 260°C 288°C -26°C 220 55 140 min. Pass

Biodegradable — 0,92 2 Amber 224°C NA* -30°C 183 53 213 min. Pass

Low Temp. — 0,87 6.5 Red 180°C 204°C -45°C 183 52 190 min. Pass

Order
Number

Oil Description Quantity 
l

9636

Standard Oil

0,9 

9637 3,8

9638 9,5

9616 208

9639
Flame-Out®

3,8

9640 9,5

9645
Biodegradable

3,8

9646 9,5

9647 Low Temperature 3,8

Technical 

Performance Requirements

For additional technical information or to order a Material Safety 
Data Sheet call 1-800-477-8326 www.powerteam.com.

Ordering Information


